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§63.1090

according to the requirements of
§63.1109(c).

(a) Monitoring data required by
§63.1086 that indicate a leak, the date
the leak was detected, or, if applicable,
the basis for determining there is no
leak.

(b) The dates of efforts to repair
leaks.

(c) The method or procedures used to
confirm repair of a leak and the date
the repair was confirmed.

(d) Documentation of delay of repair
as specified in §63.1088.

(e) If you validate a 40 CFR part 136
method for the HAP listed in Table 1 to
this subpart according to the proce-
dures in appendix D to this part, then
you must keep a record of the test data
and calculations used in the validation.

§63.1090 What reports must I submit?

If you delay repair for your heat ex-
change system, you must report the
delay of repair in the semiannual re-
port required by §63.1110(e). If the leak
remains unrepaired, you must continue
to report the delay of repair in semi-
annual reports until you repair the
leak. You must include the informa-
tion in paragraphs (a) through (e) of
this section in the semiannual report.

(a) The fact that a leak was detected,
and the date that the leak was de-
tected.

(b) Whether or not the leak has been
repaired.

(c) The reasons for delay of repair. If
you delayed the repair as provided in
§63.1088(b), documentation of emissions
estimates.

(d) If a leak remains unrepaired, the
expected date of repair.

(e) If a leak is repaired, the date the
leak was successfully repaired.

BACKGROUND FOR WASTE REQUIREMENTS

§63.1091 What do the waste require-
ments do?

This subpart requires you to comply
with 40 CFR part 61, subpart FF, Na-
tional Emission Standards for Benzene
Waste Operations. There are some dif-
ferences between the ethylene produc-
tion waste requirements and those of
subpart FF.

40 CFR Ch. | (7-1-12 Edition)

§63.1092 What are the major dif-
ferences between the requirements
of 40 CFR part 61, subpart FF, and
the waste requirements for ethyl-
ene production sources?

The major differences between the
requirements of 40 CFR part 61, subpart
FF, and the requirements for ethylene
production sources are listed in para-
graphs (a) through (d) of this section.

(a) The requirements for ethylene
production sources apply to all ethyl-
ene production sources that are part of
a major source. The requirements do
not include a provision to exempt
sources with a total annual benzene
quantity less than 10 megagrams per
year (Mg/yr) from control require-
ments.

(b) The requirements for ethylene
production sources apply to continuous
butadiene waste streams which do not
contain benzene quantities that would
make them subject to the management
and treatment requirements of 40 CFR
part 61, subpart FF.

(¢c) The requirements for ethylene
production sources do not include the
compliance options at 40 CFR
61.342(c)(3)(ii), (d) and (e) for sources
with a total annual benzene quantity
less than 10 Mg/yr.

(d) If you transfer waste off-site, you
must comply with the requirements in
§63.1096 rather than 40 CFR 61.342(f).

APPLICABILITY FOR WASTE
REQUIREMENTS

§63.1093 Does this subpart apply to
my waste streams?

The waste stream provisions of this
subpart apply to your waste streams if
you own or operate an ethylene produc-
tion facility expressly referenced to
this subpart XX from subpart YY of
this part. The provisions of subpart A
(General Provisions) of this part do not
apply to this subpart except as speci-
fied in a referencing subpart.

§63.1094 What waste streams are ex-
empt from the requirements of this
subpart?

The types of waste described in para-
graphs (a) and (b) of this section are ex-
empt from this subpart.

(a) Waste in the form of gases or va-
pors that is emitted from process
fluids.
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